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N1 UNIQUEMENT SUR MODELES 213F-233F ET 218F-238F

N2 UNIQUEMENT SUR MODELES
OMLY ON 213F-235F AND 2I5F-235F MODELS 213F-233F ET_218r-238C

OMLY ON ZI3F-233F AND
2I8F-238F MODELS

O ENLEVER ECROU CAGE DANS GARDE BOUE (MODELES DAXARA UNIQUEMENT)
REMOVE THE CAGE MUT IN MUDGUARD (ONLY ON DAXARA MODELS)

04 SEULEMENT/ONLY 163F/193F/213F

02 REGLER LES SAUTERELLES
ET BLOQUER LES ECROUS
ADJUST THE LEVERS

AND TIGHTEN THE MUTS AND OLT.S'///

HV 8x25

03 BLOQUER TOUTES LES FIXATIONS EN COMMENCANT
PAR LES VIS LATERALES.

NE PAS OUBLIER DE SERRER LES VIS DES GONDS

APRES AVOIR RETIRE LA RIDELLE ARRIERE.

@ TIGHTEN ALL THE MUTS AND BOLTS STARTING
WITH THE SIDE PANELS ONES.

00 NOT FORGET TO TIGHTEN THE HIVGE SCREWS P! INSERER LA CHAINE OU CABLE SUR LA RIDELLE ARRIERE

7/8 WHILST TAKING OUT THE REAR PANEL. AT THE CHAIN OR CABLE AS SHOWN ON THE REAR PANEL




Y1 OUVERTURE DE LA RIDELLE AVANT ET FIXATION SUR RIDELLE LATERALE (OPTION)
HOW TO OPEN THE FRONT DOOR AND INSTALL IT ON THE SIDE PANEL (OPTIONAL)
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2)poUR FARE COINCIDER LES TROUS.
‘ PRESS DOWVWARDS TO ALIGN HOLES
. E ] ,f 1\5;’.’

8/8




	Feuille 1
	Vues
	main_view
	main_view
	new_view_1074


	Feuille 2
	Vues
	main_view
	A
	new_view_25
	A
	main_view
	main_view
	new_view_42
	new_view_18
	main_view
	main_view


	Feuille 3
	Vues
	main_view
	new_view_22
	new_view_23
	new_view_24
	new_view_25
	new_view_26
	main_view
	new_view_30
	new_view_31
	main_view
	main_view
	new_view_1063


	Feuille 4
	Vues
	main_view
	main_view
	new_view_114
	new_view_115
	new_view_118


	Feuille 5
	Vues
	main_view
	new_view_41
	new_view_42
	new_view_1066
	B
	C
	new_view_1070
	new_view_1071


	Feuille 6
	Vues
	main_view
	new_view_4
	new_view_5
	new_view_7
	main_view
	new_view_17
	new_view_18
	new_view_42


	Feuille 7
	Vues
	main_view
	main_view
	A
	A
	new_view_19
	new_view_1072


	Feuille 8
	Vues
	main_view
	new_view_4
	new_view_5
	main_view
	main_view



